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Preface 

¢Ƙƛǎ Ƴŀƴǳŀƭ ŘŜǎŎǊƛōŜǎ Ƙƻǿ ǘƻ ǳǎŜ ȅƻǳǊ b±w ƭƻŎŀƭƭȅ ƻǊ ƻƴ ǘƘŜ ²Ŝō 

ƛƴǘŜǊŦŀŎŜΦ 

Lƴ ǘƘƛǎ ƳŀƴǳŀƭΣ ǘƘŜ ǘŜǊƳǎ Lt ŎŀƳŜǊŀ ŀƴŘ Lt/ ǊŜŦŜǊ ǘƻ ǘƘŜ ǎŀƳŜ ǘƘƛƴƎΥ 

ƴŜǘǿƻǊƪ ŎŀƳŜǊŀΣ ǿƘƛŎƘ ǊŜǉǳƛǊŜǎ ŀ ŎƻƴƴŜŎǘƛƻƴ ǘƻ ǘƘŜ ƴŜǘǿƻǊƪΦ !ƴŘ ǘƘŜ Lt 

ŘŜǾƛŎŜ ƳŜƴǘƛƻƴŜŘ ƛƴ ǘƘƛǎ Ƴŀƴǳŀƭ ǊŜŦŜǊǎ ǘƻ ŀƴ Lt ŎŀƳŜǊŀ όŀƭǎƻ ƪƴƻǿƴ ŀǎ 

ƴŜǘǿƻǊƪ ŎŀƳŜǊŀύ ƻǊ ŀ 5ƛƎƛǘŀƭ ±ƛŘŜƻ {ŜǊǾŜǊ ό5±{ύΦ 

Part I Local Operations 

!ƴ b±w ǎǳǇǇƻǊǘǎ ǘǿƻ ǘȅǇŜǎ ƻŦ ƻǇŜǊŀǘƛƻƴǎΥ ƭƻŎŀƭ ƻǇŜǊŀǘƛƻƴǎ ŀƴŘ ǿŜōπ

ōŀǎŜŘ ǊŜƳƻǘŜ ƻǇŜǊŀǘƛƻƴǎΦ ²ƛǘƘ ƭƻŎŀƭ ƻǇŜǊŀǘƛƻƴǎ ȅƻǳ ŎƻƴƴŜŎǘ ŀ ƳƻƴƛǘƻǊ 

ŀƴŘ ŀ ƳƻǳǎŜ ǘƻ ǘƘŜ b±w ŀƴŘ ǳǎŜ ǘƘŜ ƳƻǳǎŜ ǘƻ ƻǇŜǊŀǘŜΦ LŦ ȅƻǳǊ b±w Ƙŀǎ 

ōǳǘǘƻƴǎ ƻƴ ǘƘŜ ŦǊƻƴǘ ǇŀƴŜƭ ƻǊ ƛǎ ŘŜƭƛǾŜǊŜŘ ǿƛǘƘ ŀ ǊŜƳƻǘŜ ŎƻƴǘǊƻƭΣ ȅƻǳ Ƴŀȅ 

ŀƭǎƻ ŎƻƴǘǊƻƭ ȅƻǳǊ b±w ōȅ ǇǊŜǎǎƛƴƎ ǘƘŜ ŦǊƻƴǘ ǇŀƴŜƭ ōǳǘǘƻƴǎ ƻǊ ǳǎƛƴƎ ǘƘŜ 

ǊŜƳƻǘŜ ŎƻƴǘǊƻƭΦ 

¢ƘŜ b±w Ƙŀǎ ŀƴ ŜƳōŜŘŘŜŘ ǿŜō ǎŜǊǾŜǊ ŀƴŘ ŀƭƭƻǿǎ ǿŜōπōŀǎŜŘ ƻǇŜǊŀǘƛƻƴǎΦ 

¢ƻ Řƻ ǘƘƛǎΣ ȅƻǳ ƴŜŜŘ ŀ t/ ǘƘŀǘ Ƙŀǎ ŀ ƴŜǘǿƻǊƪ ŎƻƴƴŜŎǘƛƻƴ ǘƻ ǘƘŜ b±w ŀƴŘ 

ƛǎ ƛƴǎǘŀƭƭŜŘ ǿƛǘƘ ŀ ǿŜō ōǊƻǿǎŜǊΦ ¸ƻǳ Ƨǳǎǘ ƴŜŜŘ ǘƻ ƴŀǾƛƎŀǘŜ ǘƻ ǘƘŜ b±wϥǎ Lt 

ŀŘŘǊŜǎǎ ŀƴŘ ƭƻƎ ƛƴ ǘƻ ǘƘŜ ²Ŝō ƛƴǘŜǊŦŀŎŜ ƭƛƪŜ ȅƻǳ ƭƻƎ ƛƴ ǘƻ ǘƘŜ ǎȅǎǘŜƳ ƭƻŎŀƭƭȅΦ 

¢Ƙƛǎ ǎŜŎǘƛƻƴ ŘŜǎŎǊƛōŜǎ ƭƻŎŀƭ ƻǇŜǊŀǘƛƻƴǎΦ 

1  Before You Begin 

tƭŜŀǎŜ ōŜ ŀǿŀǊŜ ǘƘŀǘ ǘƘŜ ǇŀǊŀƳŜǘŜǊǎ ǘƘŀǘ ŀǊŜ ƎǊŀȅŜŘ ƻǳǘ ƻƴ ǘƘŜ ǎȅǎǘŜƳ 

ǳǎŜǊ ƛƴǘŜǊŦŀŎŜ ό¦Lύ Ŏŀƴƴƻǘ ōŜ ƳƻŘƛŦƛŜŘΦ ¢ƘŜ ǇŀǊŀƳŜǘŜǊǎ ŀƴŘ ǾŀƭǳŜǎ 

ŘƛǎǇƭŀȅŜŘ Ƴŀȅ ǾŀǊȅ ǿƛǘƘ ŘŜǾƛŎŜ ƳƻŘŜƭΣ ŀƴŘ ǘƘŜ ŦƛƎǳǊŜǎ ƛƴ ǘƘƛǎ Ƴŀƴǳŀƭ ŀǊŜ 

ŦƻǊ ƛƭƭǳǎǘǊŀǘƛƻƴ ǇǳǊǇƻǎŜ ƻƴƭȅΦ 
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User Login 

¦ǎŜ ǘƘŜ ŘŜŦŀǳƭǘ ǳǎŜǊƴŀƳŜ ŀŘƳƛƴ ŀƴŘ ǇŀǎǎǿƻǊŘ мнопрс ŦƻǊ ȅƻǳǊ ŦƛǊǎǘ ƭƻƎƛƴΦ 

 
CAUTION! 

The default password is intended only for the first login and should be 
changed to a strong one containing at least eight characters including 
uppercase and lowercase letters, digits and symbols after your first login 
to ensure security. 

 

1. Right-click anywhere in the window and then choose Menu. The 

login dialog box is displayed. 

2. Select the username from the drop-down list, enter your password, 

and then click Login. 

Local Operations 

ƻ̧ǳ Ŏŀƴ ǊŜŦŜǊ ǘƻ Lƴƛǘƛŀƭ /ƻƴŦƛƎǳǊŀǘƛƻƴ ŀƴŘ ŎƻƳǇƭŜǘŜ ŀ ǉǳƛŎƪ ŎƻƴŦƛƎǳǊŀǘƛƻƴΦ 

 
NOTE! 

Unless otherwise specified, all operations described in this manual are 
performed with a mouse by the right hand. See Mouse Operations for 
details. 

 

Mouse Operations 

Table 1-1 Mouse Operations  

Name Action Description 

Left 
button 

Click 

 ̧ Select or confirm an item. 

 ̧ Select to edit digits, symbols, upper-case or 
lower-case letters in a field. 

Double-click Enter or exit full screen mode in live view. 

Drag 
Draw or move a rectangle on the screen, for 
example, a motion detection area. 
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Name Action Description 

Right 
button 

Click 

 ̧ Show the shortcut menu. 

 ̧ Exit zoom. 

 ̧ Exit the current window when Cancel or Exit 
is displayed.  

Wheel 

Scroll up or 
down 

Scroll up or down a list or a window; or zoom in 
or out on a playback progress bar. 

Long press Restore to lowest resolution 

 

Front Panel Buttons 

¢ƘŜ ŦǊƻƴǘ ǇŀƴŜƭ ōǳǘǘƻƴǎ Ƴŀȅ ǾŀǊȅ ǿƛǘƘ b±w ƳƻŘŜƭΦ 

Table 1-2 Front Panel Buttons 1 

Button Description 

 
Display the main menu. 

 

Switch to the next tab on the screen or switch the 
input method. 

 
Auxiliary function button. 

 
Exit the current window. 

 

 ̧ , , , : Switch windows or menu 
items; or control rotation directions of a PTZ 
camera when the PTZ toolbar is closed. PTZ 
stands for pan, tilt, and zoom. 

 ̧ , : Rewind or forward 30 seconds in 
full screen. 

¶ , : Variable-speed forward or 
rewind in full screen. 
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Button Description 

 

Confirm an operation, or start/pause the 
playback. 

 

Press this button to start up or shut down the 
NVR. 

To shut down, press this button and hold for at 
least 3 seconds till a message appears on your 
monitor. Click Yes. 

Note: 

This shutdown operation can be performed only 
when you have logged in to the system. 

 

Table 1-3 Front Panel Buttons 2 

Button Description 

 

Press this button to start up or shut down the NVR. 

To shut down, press this button and hold for at least 3 
seconds till a message appears on your monitor. Click 
Yes. 

Note: 

This shutdown operation can be performed only when 
you have logged in to the system. 

 
Enter 1; or display the main menu. 

 
Enter 2, A, B, or C; or start instant playback. 

 
Enter 3, D, E, or F; or start manual recording. 

 
Enter 4, G, H, or I; or enter the PTZ control interface. 

 

Enter 5, J, K, or L; or switch the screen layout in live 
view or playback mode. 
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Button Description 

 
Enter 6, M, N, or O; or enable or disable arming. 

 
Enter 7, P, Q, R, or S; or take a snapshot. 

 
Enter 8, T, U, or V. 

 
Enter 9, W, X, Y, or Z. 

 
Enter 0 or a space. 

 
Delete 

 
Switch the input method. 

 
Auxiliary function button. 

 
Exit the current window. 

 
Switch to the next tab. 

 

¶ , , , : Switch windows or menu 
items; or control rotation directions of a PTZ 
camera when the PTZ toolbar is closed 

¶ , : Rewind or forward 30 seconds in full 
screen. 

 ̧ , : Variable-speed forward or rewind in 
full screen. 

 ̧ : Confirm an operation; or start or pause 
playback. 
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Remote Control 

Table 1-4 Functions of the Buttons on the Remote Control 

Button Function 

Power 

Press this button to start up or shut down the NVR. 

To shut down, press this button and hold for at least 3 
seconds till a message appears on your monitor. Click Yes. 

Note: 

This shutdown operation can be performed only when 
you have logged in to the system. 

DEV This button is for reserved functions. 

Toolbar 

 ̧ In live view mode, press this button to show the 
toolbar for the currently selected window. 

 ̧ In playback mode, press this button to display 
windows according to the configured screen layout. 

Menu Press this button to display the main menu. 

Iris+/Iris- 

Adjust the iris, focus and zoom of the PTZ camera in PTZ 
control mode. 

Focus+/Focus- 

Zoom+/Zoom- 
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Button Function 

UP, DOWN, 
LEFT, RIGHT, 
ENTER  

 ̧ Press UP, DOWN, LEFT and RIGHT to navigate 
between menu items or shift focus. 

 ̧ In PTZ control mode, press UP, DOWN, LEFT, and 
RIGHT buttons to select the corresponding buttons on 
the screen, and then press ENTER to activate the 
selection. 

 ̧ In live view mode, press UP to start sequence in full 
screen. Pressing UP again starts sequence with three 
windows on the screen. Press DOWN to open the 
playback window. 

 ̧ Press ENTER to confirm an operation or to display a 
selected drop-down list. In playback mode, press 
ENTER to play or pause in full screen mode. 

 ̧ ¦t ŀƴŘ 5h²bΥ ±ŀǊƛŀōƭŜ ǎǇŜŜŘ ŦƻǊǿŀǊŘ ƻǊ ǊŜǿƛƴŘ ƛƴ 
Ŧǳƭƭ ǎŎǊŜŜƴΦ 

 ̧ [9C¢ ŀƴŘ wLDI¢Υ wŜǿƛƴŘ ƻǊ ŦƻǊǿŀǊŘ ол ǎŜŎƻƴŘǎ ƛƴ Ŧǳƭƭ 
ǎŎǊŜŜƴΦ 

Fn 
Press to navigate to the next window when multiple 
windows are displayed. 

Esc Exit. 

Alphanumeric 
buttons 

 ̧ Switch to the corresponding channel in live view 
mode. 

 ̧ Input numbers and characters in edit mode. 

Shift Switch menu items. 

Del Remove characters or spaces on the left of the cursor. 

 

2  Initial Configuration 

Preparation 

 ̧ Make sure that at least one monitor is correctly connected to the 

VGA or HDMI interface on the rear panel of the NVR. 
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 ̧ Verify that the hard disk(s) are correctly installed. For detailed steps 

to install a hard disk, please refer to the quick guide shipped with 

your NVR. 

Device Login 

¢ƘŜ ƭƻƎƛƴ ǇŀƎŜ ŀǇǇŜŀǊǎ ŀŦǘŜǊ ǘƘŜ b±w ǎǘŀǊǘǎ ǳǇΦ 

 

1. Enter the default admin password 123456, click Login, and then click 

Yes to change the password. 
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2. Change the password into a strong one, then click OK. 

 

3. Set the unlock pattern. 
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Note: 

To disable unlock pattern, click System > User. See User Configuration for 
details. 

 

Wizard 

¢ƘŜ ǿƛȊŀǊŘ Ŏŀƴ ƎǳƛŘŜ ȅƻǳ ǘƻ ŎƻƳǇƭŜǘŜ ǘƘŜ Ƴƻǎǘ ōŀǎƛŎ ǎŜǘǳǇΦ ¢ƘŜ ŦƻƭƭƻǿƛƴƎ 

ǇŀƎŜ ŀǇǇŜŀǊǎ ŀŦǘŜǊ ȅƻǳǊ ƭƻƎƛƴΥ 
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1. Enable or disable the wizard as needed and then click Next. You may 

also click . 

2. Select the time zone, date and time format, set the system time, and 

then click Next. 

 

3. Complete network configuration, and then click Next. 
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4. Select the devices to add in the discovered device list, click Add, and 

then click Yes to complete configuration. 

 

 

Note: 

¶ To add devices through PoE ports, see Option 3 in Adding an IP Device 
for details. 

¶ The devices added can get online and start live view only if the device 
password is default; if not, you need to modify the device password. 

¶ If the desired device is not in the device list, you may add it in a preview 
window or under Camera > Camera > Camera (see Adding an IP 
Device). 
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3  Live View 

Live View Status 

¢ƘŜ ŦƻƭƭƻǿƛƴƎ ƛŎƻƴǎ ŀǊŜ ǳǎŜŘ ǘƻ ƛƴŘƛŎŀǘŜ ŀƭŀǊƳǎΣ ǊŜŎƻǊŘƛƴƎ ǎǘŀǘǳǎΣ ŀƴŘ 

ŀǳŘƛƻ ǎǘŀǘǳǎ ƛƴ ŀ ƭƛǾŜ ǾƛŜǿ ǿƛƴŘƻǿΦ 

Table 3-1 Live View Window Icons 

Icon Description 

 

Tampering alarm 

 

Motion detection alarm 

 

Recording 

 Two-way audio 

Window Toolbar 

Icon Description 

 
Available for PTZ cameras only. Click to display the PTZ 
control window. 

 
Set mount mode and display mode for fisheye camera.  

This icon appears only for fisheye cameras. 

 

Record live video in the window to the hard disk. 

Clicking  stops recording. 

 
Click to play video recorded during the past 5 minutes and 30 
seconds. 

 Zoom in on an area of interest. 

 Click to edit image settings. 

 Click to set OSD. 

 
Click to take a snapshot. The window borders will flash white. 

You may view and back up snapshots under Backup > Image. 
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Icon Description 

 

Rest your mouse pointer on the icon to view bitrate info; click 
this button to view the camera ID and IP address or to change 
the username and password used to connect the camera. 

 

Start two-way audio with the camera. Click  to stop. The 
sound volume is adjustable. 

Note: Correct audio input and output connections are 
required. 

 

Click to turn on audio. Clicking  turns off audio. The sound 
volume is adjustable. 

Note: When you turn on audio in the current window, audio 
of the previous window is turned off. 

Screen Toolbar 

Icon Description 

 

Click to access the main menu. 

 

Select the screen layout. 
 

 

 

/  
Previous or next screen. 

 /  Start or stop sequence. 

 

Playback. 

 

Rest the mouse pointer on this icon to view encoding 
information including frame rate, bit rate, and 
resolution; or click to view camera status. 

 

Click to view device alarm status and camera status. 

 

Rest the mouse pointer on it to view NIC card 
information. Or click this icon to edit basic network 
settings. 

 

Rest the mouse pointer on it to view the date. Or click 
this icon to edit time settings. 
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Icon Description 

 

Available to certain NVR models. 

Click to display the cloud service window. You may 
scan the QR code and download an app to manage 
your NVR. 

 

Click to automatically hide the toolbar, or click  to 
lock. 

Shortcut Menu 

! ǎƘƻǊǘŎǳǘ ƳŜƴǳ ŀǎ ǎƘƻǿƴ ōŜƭƻǿ ŀǇǇŜŀǊǎ ǿƘŜƴ ȅƻǳ ǊƛƎƘǘπŎƭƛŎƪ ƛƴ ŀ 

ǿƛƴŘƻǿΦ {ƻƳŜ ƳŜƴǳ ƛǘŜƳǎ ŀǊŜ ŘŜǎŎǊƛōŜŘ ƛƴ {ƘƻǊǘŎǳǘ aŜƴǳ 5ŜǎŎǊƛǇǘƛƻƴΦ 

Table 3-2 Shortcut Menu 

 

Table 3-3 Shortcut Menu Description 

Menu Description 

Menu 

Access the main menu. 

Most of operations described in this manual are performed 
start from the main menu; for example, click Camera > 
Camera (with Menu > omitted). 

Common 
Menu 

Quick access to Camera, Net Config, and Backup. 
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Menu Description 

Corridor  

Choose a corridor mode. Corridor mode can also be set in 
the Preview Windows drop-down list under System > 
Preview. 

To display images in corridor mode, the camera must be 
installed correctly (rotated 90° clockwise or 
counterclockwise), and then use the Image Rotation 
parameter under Camera > Image to rotate images 
accordingly. 

Main/Aux 
Monitor 

Switch live video from different video output. 

Preview Mode 
Switch between Normal and Smart. 

The default is Normal mode. 

Playback 
Play the current day's recording for the camera linked to 
the current window. 

Output Mode 
Choose a video output mode, including standard, soft, 
bright, and vivid. 

Manual 
Manual settings include manual recording, manual 
snapshot, and manual alarm. 

Sequence Operation 

¢ƘŜ ǎŜǉǳŜƴŎŜ ƻǇŜǊŀǘƛƻƴ ǊŜǉǳƛǊŜǎ ȅƻǳ ǘƻ ŎƻƴŦƛƎǳǊŜ ǘƘŜ ǎŎǊŜŜƴ ƭŀȅƻǳǘΣ 

ǿƛƴŘƻǿǎΣ ƭƛƴƪŜŘ ŎŀƳŜǊŀǎΣ ŀƴŘ ǘƘŜ ǎŜǉǳŜƴŎŜ ƛƴǘŜǊǾŀƭΦ 

¢Ƙƛǎ ŜȄŀƳǇƭŜ ŘŜǎŎǊƛōŜǎ Ƙƻǿ ǘƻ ŎƻƴŦƛƎǳǊŜ ǎŜǉǳŜƴŎŜ ŦƻǊ ŦƛǾŜ ŎŀƳŜǊŀǎ ōŀǎŜŘ 

ƻƴ ŀ пπǿƛƴŘƻǿ ǎŎǊŜŜƴ ƭŀȅƻǳǘΦ 

1. Click 4 Windows on the screen toolbar. 

 
NOTE! 

The number of windows that can be displayed may vary with NVR model. 

 

2. Click Start Sequence on the screen toolbar. Sequence starts by 

displaying four windows on the first screen and then the fifth on the 

second at the set interval. 
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NOTE! 

 ̧ The default sequence interval is eight seconds and can be set under 

System > Preview.  

 ̧ You may drag video to the desired window on the screen. 

Zoom 

½ƻƻƳ ƛƴ ƻƴ ŀƴ ŀǊŜŀ ƻŦ ƛƳŀƎŜǎ ƛƴ ŀ ǿƛƴŘƻǿ ŦƻǊ ŘŜǘŀƛƭǎΦ 

1. Click the window and then click  on the window toolbar. 
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2. In the small window in the lower right corner, click and drag your 

mouse to specify the area to zoom in on. The image in the main 

window zooms in. The following shows an example. 

 

 
NOTE! 

The system adjusts the area automatically according to the window size 
and its aspect ratio. Also, the system has specified a minimum size to 
ensure zoom effects. 

Image Configuration 

!ŘƧǳǎǘ ƛƳŀƎŜ ǎŜǘǘƛƴƎǎ ǘƻ ƎŜǘ ƻǇǘƛƳŀƭ ƛƳŀƎŜǎ ŦǊƻƳ ŀ ŎŀƳŜǊŀΦ 

1. Click the window and then click  on the window toolbar. 

2. Select a mode from the drop-down list according to the surveillance 

scenario, and then adjust contrast, hue, saturation and brightness as 

needed. The settings available may vary with device model. 
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3. Click OK to save the settings and exit. 

Preview Configuration 

bƻǊƳŀƭƭȅΣ ƭƛǾŜ ǾƛŜǿ όǾƛŘŜƻύ ƛǎ ŀǾŀƛƭŀōƭŜ ŀŦǘŜǊ ȅƻǳ ŎƻƳǇƭŜǘŜ ǘƘŜ ōŀǎƛŎ ǎŜǘǳǇ 

ōȅ ŦƻƭƭƻǿƛƴƎ ǘƘŜ ǿƛȊŀǊŘΦ ̧ƻǳ Ŏŀƴ ŎƭƛŎƪ {ȅǎǘŜƳ Ҕ tǊŜǾƛŜǿ ŀƴŘ ŜŘƛǘ ǇǊŜǾƛŜǿ 

ǎŜǘǘƛƴƎ ŀǎ ƴŜŜŘŜŘΣ ƛƴŎƭǳŘƛƴƎ ǾƛŘŜƻ ƻǳǘǇǳǘΣ ƛƳŀƎŜ ǊŜǎƻƭǳǘƛƻƴΣ ŘŜŦŀǳƭǘ 

ƭŀȅƻǳǘΣ ŀƴŘ ǎŜǉǳŜƴŎŜ ƛƴǘŜǊǾŀƭΦ ¢ƘŜ ǾƛŘŜƻ ƻǳǘǇǳǘ ŀƴŘ ǘƘŜ ƴǳƳōŜǊ ƻŦ 

ǿƛƴŘƻǿǎ ǎǳǇǇƻǊǘŜŘ Ƴŀȅ ǾŀǊȅ ǿƛǘƘ b±w ƳƻŘŜƭΦ 

 
NOTE! 

Pressing and holding the scroll wheel for at least 3 seconds will restore the 
default resolution. 

 

Preview Configuration 

9ŀŎƘ ǇǊŜǾƛŜǿ ǿƛƴŘƻǿ όǿƛƴŘƻǿ ŦƻǊ ǎƘƻǊǘύ ƭƛƴƪǎ ǘƻ ŀ ŎŀƳŜǊŀΦ .ȅ ŘŜŦŀǳƭǘΣ 

ǿƛƴŘƻǿ м ƭƛƴƪǎ ǘƻ ŎŀƳŜǊŀ 5мΣ ǿƛƴŘƻǿ н ƭƛƴƪǎ ǘƻ ŎŀƳŜǊŀ 5нΣ ŀƴŘ ǎƻ ƻƴΦ 

ƻ̧ǳ Ƴŀȅ ǿŀƴǘ ǘƻ ŎƘŀƴƎŜ ǘƘŜ ƭƛƴƪ ǘƻ ŘƛǎǇƭŀȅ ƭƛǾŜ ǾƛŘŜƻ ŦǊƻƳ ŀ ŎŀƳŜǊŀ ƛƴ 

ŀƴƻǘƘŜǊ ǎǇŜŎƛŦƛŜŘ ǿƛƴŘƻǿΦ ¢ƘŜ ŦƻƭƭƻǿƛƴƎ ŜȄŀƳǇƭŜ ŘŜǎŎǊƛōŜǎ Ƙƻǿ ǘƻ ƭƛƴƪ 

ǿƛƴŘƻǿ м ǘƻ ŎŀƳŜǊŀ 5н ŀƴŘ ƭƛƴƪ ǿƛƴŘƻǿ н ǘƻ ŎŀƳŜǊŀ 5мΦ 

{ǘŜǇ мΥ /ƭƛŎƪ ǿƛƴŘƻǿ м ƻƴ ǘƘŜ ǊƛƎƘǘΣ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ 5н ǳƴŘŜǊ /ŀƳŜǊŀ ƻƴ 

ǘƘŜ ƭŜŦǘΦ bƻǿ 5н ŀǇǇŜŀǊǎ ƛƴ ǿƛƴŘƻǿ мΣ ŀƴŘ bƻƴŜ ŀǇǇŜŀǊǎ ƛƴ ǿƛƴŘƻǿ нΦ 

aŜŀƴǿƘƛƭŜΣ  ƛǎ ŎƭŜŀǊŜŘ ŦƻǊ ŎŀƳŜǊŀ 5мΣ ƳŜŀƴƛƴƎ 5м ƛǎ ƴƻǘ ƭƛƴƪŜŘ ǘƻ ŀƴȅ 

ǿƛƴŘƻǿΦ 
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{ǘŜǇ нΥ /ƭƛŎƪ ǿƛƴŘƻǿ н ƻƴ ǘƘŜ ǊƛƎƘǘΣ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ 5м ǳƴŘŜǊ /ŀƳŜǊŀ ƻƴ 

ǘƘŜ ƭŜŦǘΦ bƻǿ 5м ŀǇǇŜŀǊǎ ƛƴ ǿƛƴŘƻǿ нΦ /ƭƛŎƪ !ǇǇƭȅ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 

 

Advanced Configuration 

/ƭƛŎƪ ǘƘŜ !ŘǾŀƴŎŜŘ ǘŀō ŀƴŘ ǘƘŜƴ ǎŜƭŜŎǘ {ǳō {ǘǊŜŀƳ CƛǊǎǘ ǎƻ ǘƘŜ b±w ǳǎŜǎ 

ǘƘŜ ǎǳō ǎǘǊŜŀƳ ǘƻ ŜǎǘŀōƭƛǎƘ ƭƛǾŜ ǾƛŘŜƻ ŦǊƻƳ ƳǳƭǘƛǇƭŜ ŎŀƳŜǊŀǎ 

ǎƛƳǳƭǘŀƴŜƻǳǎƭȅΦ ¢Ƙƛǎ ŦǳƴŎǘƛƻƴ ƛǎ ŘƛǎŀōƭŜŘ ōȅ ŘŜŦŀǳƭǘΦ 

4  Channel Configuration 

Channel Management 

¢Ƙƛǎ ŎƘŀǇǘŜǊ ŘŜǎŎǊƛōŜǎ Ƙƻǿ ǘƻ ŀŘŘ ŀƴŘ ƳŀƴŀƎŜ Lt ŘŜǾƛŎŜǎ ƛƴ ȅƻǳǊ b±wΦ 

¢ƘŜ Lt ŘŜǾƛŎŜǎ ƳŜƴǘƛƻƴŜŘ ƛƴ ǘƘƛǎ Ƴŀƴǳŀƭ Ƴŀƛƴƭȅ ǊŜŦŜǊ ǘƻ Lt ŎŀƳŜǊŀ όƻǊ 
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ƴŜǘǿƻǊƪ ŎŀƳŜǊŀύΤ ǎƻƳŜǘƛƳŜǎ ǘƘŜȅ Ŏŀƴ ŀƭǎƻ ōŜ 5ƛƎƛǘŀƭ ±ƛŘŜƻ {ŜǊǾŜǊ ό5±{ύΦ 

.ŜŦƻǊŜ ȅƻǳ ǎǘŀǊǘΣ ƳŀƪŜ ǎǳǊŜ ǘƘŜ Lt ŘŜǾƛŎŜǎ ŀǊŜ ŎƻƴƴŜŎǘŜŘ ǘƻ ȅƻǳǊ b±w Ǿƛŀ 

ƴŜǘǿƻǊƪΦ 

 
CAUTION! 

An IP device should be connected to one NVR only. An IP device managed 
by multiple NVRs may cause unwanted issues. 

Adding an IP Device 

¢Ƙƛǎ ǎŜŎǘƛƻƴ ǇǊƻǾƛŘŜǎ ƳǳƭǘƛǇƭŜ ƻǇǘƛƻƴǎ ǘƻ ŀŘŘ ŀƴ Lt ŘŜǾƛŎŜΦ {ƻƳŜ ƻǇǘƛƻƴǎ 

ŀǊŜ ƻƴƭȅ ŀǇǇƭƛŎŀōƭŜ ǘƻ ŎŜǊǘŀƛƴ b±w ƳƻŘŜƭǎΦ /ƘƻƻǎŜ ƻƴŜ ŀǎ ŀǇǇǊƻǇǊƛŀǘŜΦ 

Option 1 

1. Click Camera > Camera > Camera. The system automatically 

searches for IP devices and lists the discovered. 

 

2.  (Optional) To search a specified network segment, click Search 

Segment and then set the address range. 

3. You may choose one of the following ways to add an IP device: 

 ̧ Click Add All to add all the discovered IP devices allowed (depending 

on channels supported by the NVR). 



 

22 

 

 ̧ Click Custom Add. In the window displayed, enter the IP address and 

complete other settings, and then click Add. You may also click 

Search Segment and add discovered cameras in the list. 

 
NOTE! 

For a Digital Video Server (DVS), a window appears when you click Add, 
and you need to select channels to add the connected cameras. 

 

Option 2 

¢Ƙƛǎ ƻǇǘƛƻƴ ƛǎ ƴƻǘ ŀǇǇƭƛŎŀōƭŜ ǘƻ b±wǎ ǿƛǘƘ tƻ9 ǇƻǊǘǎ ƻǊ ǎǿƛǘŎƘƛƴƎ ǇƻǊǘǎΦ 

1. Click  in a window. 

2. Select the desired IP device and then click Add. 

Option 3 

¢Ƙƛǎ ƻǇǘƛƻƴ ƛǎ ƻƴƭȅ ŀǇǇƭƛŎŀōƭŜ ǘƻ b±wǎ ǿƛǘƘ tƻ9 ǇƻǊǘǎ ƻǊ ǎǿƛǘŎƘƛƴƎ ǇƻǊǘǎΦ 

/ƻƴƴŜŎǘ ŀƴ Lt ŎŀƳŜǊŀ ǘƻ ŀ tƻ9 ǇƻǊǘ ƻǊ ŀ ǎǿƛǘŎƘƛƴƎ ǇƻǊǘ ǿƛǘƘ ŀ ƴŜǘǿƻǊƪ 

ŎŀōƭŜΦ ¢ƘŜ ŎƻƴƴŜŎǘŜŘ ŎŀƳŜǊŀ ǿƛƭƭ ōŜ ŀŘŘŜŘ ǘƻ ǘƘŜ b±w ŀǳǘƻƳŀǘƛŎŀƭƭȅΦ 

/ƘŜŎƪ ǎǘŀǘǳǎ ǳƴŘŜǊ /ŀƳŜǊŀ Ҕ /ŀƳŜǊŀ Ҕ /ŀƳŜǊŀΦ   ƳŜŀƴǎ ƭƛǾŜ ǾƛŘŜƻ 

ŦǊƻƳ ǘƘŜ ŎŀƳŜǊŀ ƛǎ ŀǾŀƛƭŀōƭŜΦ /ƭƛŎƪ  ǘƻ ǾƛŜǿ ƭƛǾŜ ǾƛŘŜƻΦ 

LŦ ǘƘŜ ŎŀƳŜǊŀ ƛǎ ŎƻƴƴŜŎǘŜŘ Ǿƛŀ ŀ ƴŜǘǿƻǊƪ ǎǿƛǘŎƘΣ ŎƭƛŎƪ   ǳƴŘŜǊ /ŀƳ 

/ƻƴŦƛƎ ƛƴ ǘƘŜ ǿƛƴŘƻǿ ŘƛǎǇƭŀȅŜŘΣ ǎŜǘ !ŘŘ aƻŘŜ ǘƻ aŀƴǳŀƭ ŀƴŘ ǘƘŜƴ 

ŎƻƳǇƭŜǘŜ ǘƘŜ ǎŜǘǘƛƴƎǎ ŎƻǊǊŜŎǘƭȅΦ 

 
NOTE! 

 appears under Status if the power output from a PoE port is below or 
above the rated power of the connected camera. 

 

Option 4 

¦ǎŜ ǘƘƛǎ ƻǇǘƛƻƴ ǘƻ ŀŘŘ ŀƴ Lt ŘŜǾƛŎŜ ǘƘŀǘ ƛǎ ŎƻƴƴŜŎǘŜŘ ǘƻ ŀ ŘƛŦŦŜǊŜƴǘ ǊƻǳǘŜǊΣ 

ŦƻǊ ŜȄŀƳǇƭŜΣ ǿƘŜƴ ǘƘŜ b±w ŀƴŘ ǘƘŜ Lt ŘŜǾƛŎŜ ŀǊŜ ŎƻƴƴŜŎǘŜŘ ŀŎǊƻǎǎ ǘƘŜ 

LƴǘŜǊƴŜǘΦ 
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NOTE! 

First you need to enable port mapping at Setup > Port > Port Mapping on 
the IP device's Web interface. 

 

1. Click Camera > Camera, click Custom Add. 

2. Choose an option: 

 ̧ By IP  

a. hƴ ǘƘŜ Lt ŘŜǾƛŎŜϥǎ ²Ŝō ƛƴǘŜǊŦŀŎŜΣ Ǝƻ ǘƻ {ŜǘǳǇ Ҕ tƻǊǘ Ҕ tƻǊǘ 

aŀǇǇƛƴƎΣ ŦƛƴŘ ǘƘŜ ŜȄǘŜǊƴŀƭ Lt όǇǳōƭƛŎ Ltύ ŀƴŘ ŜȄǘŜǊƴŀƭ ǇƻǊǘ ƴǳƳōŜǊΦ 

b. hƴ ǘƘŜ b±wΥ {ŜƭŜŎǘ ŀ ǇǊƻǘƻŎƻƭΣ ŜƴǘŜǊ ǘƘŜ ŀōƻǾŜπƳŜƴǘƛƻƴŜŘ Lt 

ŀŘŘǊŜǎǎ ŀƴŘ ǇƻǊǘ ƴǳƳōŜǊΣ ŜƴǘŜǊ ǘƘŜ ǳǎŜǊƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘΦ 

c. /ƭƛŎƪ hYΦ 

 ̧ By MyDDNS 

d. hƴ ǘƘŜ Lt ŘŜǾƛŎŜϥǎ ²Ŝō ƛƴǘŜǊŦŀŎŜΣ Ǝƻ ǘƻ {ŜǘǳǇ Ҕ bŜǘǿƻǊƪ Ҕ 55b{Σ 

ŜƴŀōƭŜ 55b{Σ ǎŜƭŜŎǘ aȅ55b{Σ ǎŜǘ ŀ ŘƻƳŀƛƴ ƴŀƳŜ ŀƴŘ ƎŜǘ ǘƘŜ ǎŜǊǾŜǊ 

ŀŘŘǊŜǎǎΦ 

 
NOTE! 

 ̧ After setting the domain name, check that you can use the device 
address to access the IP device's Web interface. 

 ̧ Make sure the MyDDNS server and the NVR are connected (ping the 
MyDDNS server from the NVR). 

e. hƴ ǘƘŜ b±wΥ {ŜƭŜŎǘ ŀ ǇǊƻǘƻŎƻƭΣ ŜƴǘŜǊ ǘƘŜ ŀōƻǾŜπƳŜƴǘƛƻƴŜŘ 

ǎŜǊǾŜǊ ŀŘŘǊŜǎǎΣ ŘƻƳŀƛƴ ƴŀƳŜΣ ǳǎŜǊƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘΦ 

f. /ƭƛŎƪ hYΦ 

 ̧ By a domain name 

a. hƴ ǘƘŜ Lt ŘŜǾƛŎŜϥǎ ²Ŝō ƛƴǘŜǊŦŀŎŜΣ Ǝƻ ǘƻ {ŜǘǳǇ Ҕ bŜǘǿƻǊƪ Ҕ 55b{Σ 

ŜƴŀōƭŜ 55b{Σ ǎŜƭŜŎǘ 5ȅƴ5b{ ƻǊ bhπLtΣ ŜƴǘŜǊ ǘƘŜ ŘƻƳŀƛƴ ƴŀƳŜ ǘƘŀǘ 

ȅƻǳ ƘŀǾŜ ǎƛƎƴŜŘ ǳǇ ƻƴ ǘƘŜ 5b{ ǿŜōǎƛǘŜΣ ŜƴǘŜǊ ǘƘŜ ǳǎŜǊƴŀƳŜ ŀƴŘ 

ǇŀǎǎǿƻǊŘΣ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ {ŀǾŜΦ 
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b. hƴ ǘƘŜ b±wΥ {ŜƭŜŎǘ ŀ ǇǊƻǘƻŎƻƭΣ ŜƴǘŜǊ ǘƘŜ ŘƻƳŀƛƴ ƴŀƳŜ 

ƳŜƴǘƛƻƴŜŘ ŀōƻǾŜΣ ŜƴǘŜǊ ǘƘŜ ǳǎŜǊƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘΦ ¢ƘŜ ǇƻǊǘ ƛǎ ǘƘŜ 

ŜȄǘŜǊƴŀƭ ǇƻǊǘ ƻŦ ǘƘŜ Lt ŘŜǾƛŎŜΦ 

c. /ƭƛŎƪ hYΦ 

 
NOTE! 

 ̧ If Custom is selected for Protocol, the port is the mapped external 
RTSP port of the IP device. 

 ̧ Do not add an IP device to an NVR using different methods (e.g., IP 
and MyDDNS) at the same time. 

 ̧ When an IP device is added by MyDDNS, domain name (NO-IP or 
DynDNS), or IP (public IP+public port) and it is not connected to the 
same router as the NVR, alarm is configurable, but alarm push is not 
available. 

 

Option 5 

¦ǎŜ ǘƘƛǎ ƻǇǘƛƻƴ ƻƴƭȅ ǿƘŜƴ ǘƘŜ Lt ŘŜǾƛŎŜ ǘƻ ŀŘŘ ǎǳǇǇƻǊǘǎ ǘƘŜ ǎǘŀƴŘŀǊŘ w¢{tΣ 

ŀƴŘ ŀƭƭ ȅƻǳ ƴŜŜŘ ŦǊƻƳ ǘƘŜ Lt ŘŜǾƛŎŜ ŀǊŜ Ƨǳǎǘ ǾƛŜǿ ƭƛǾŜ ŀƴŘ ǇƭŀȅōŀŎƪΦ Lt 

ŘŜǾƛŎŜǎ ŀŘŘŜŘ ƛƴ ǘƘƛǎ ǿŀȅ Ŏŀƴƴƻǘ ōŜ ŎƻƴŦƛƎǳǊŜŘ ŦǊƻƳ ǘƘŜ b±wΦ 

1. Click Camera > Camera. 

2. Click Custom Add. 

3. Click to select a camera in the list, select Custom from the Protocol 

drop-down list, and then click the Protocol button. 
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4. In the Protocol window, name the protocol, enter the RTSP port 

number, select a transmission protocol, input the resource paths, 

and then click Apply. 

 
NOTE! 

Contact the camera manufacturer for resource paths. 

 



 

26 

 

 

5. Edit settings in the Add/Modify  window as needed, including the IP 

address, username and password, and then click Add. Check status 

in the camera list. 

Managing an IP Device 

aŀƴŀƎŜ Lt ŘŜǾƛŎŜǎ ǳƴŘŜǊ /ŀƳŜǊŀ Ҕ /ŀƳŜǊŀ Ҕ /ŀƳŜǊŀΦ 

 ̧ Click  to edit settings including the protocol, IP address, port 

number, username and password. The Camera IP field displays the 

IP address that the current channel links to, and you may change the 

address so the channel links to another device. The username and 

password must be consistent with that of the IP camera. 

 ̧ Click  to delete an IP device, or select multiple IP devices and 

then click Delete. Channels corresponding to PoE ports or switching 

ports cannot be deleted. 
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 ̧ Click  to change the IP address of an IP camera and the default 

gateway. A DVS' IP address cannot be editted from the NVR.  

means this function is not available. 

Sort Cameras 

{ƻǊǘ ŎŀƳŜǊŀǎ ǘƻ ŘƛǎǇƭŀȅ ƛƴ ǘƘŜ ŘŜǎƛǊŜŘ ƻǊŘŜǊΦ 

 
NOTE! 

 ̧ This function is unavailable to NVRs with PoE ports or switching ports. 

 ̧ This chapter describes how to sort cameras on an NVR with more 
than 32 channels. For NVRs with 32 channels or less, you can sort 
cameras by dragging the mouse. 

 

CƻǊ ŜȄŀƳǇƭŜΣ ǘƻ ǎǿƛǘŎƘ ŎƘŀƴƴŜƭ м ǿƛǘƘ ŎƘŀƴƴŜƭ пΣ ŎƭƛŎƪ {ƻǊǘ /ŀƳŜǊŀΣ ŀƴŘ 

ǘƘŜƴ Ŧƻƭƭƻǿ ǘƘŜ ǎǘŜǇǎ ōŜƭƻǿΥ 

1. In the left list, select the check box for channel 1, and then click . 

Channel 1 now appears in the right list. Perform the same operations 

to channel 4. 

2. In the right list, select channel 4 and then click   . Now channel 4 

appears at the previous line of channel 1 in the list. Perform the 

same operations to channel 1, so channel 1 appears at the previous 

line of channel 4 in the list. 

3. Click Apply to save the setting, and then click Yes. 
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NOTE! 

 ̧ To move a channel left or right, select the check box first; otherwise, 
the buttons are grayed. 

 ̧ To move a channel up or down, click the channel first; otherwise, the 
buttons are grayed. 

 ̧ A channel will be inserted to the first blank line in the left list unless 
you have specified another line in the list by selecting the 
corresponding check box. 

 ̧ Save cannot be clicked when the right list is not empty. You need to 
clear the list first. 

 

Fisheye Configuration 

hƴƭȅ ŎŜǊǘŀƛƴ b±w ƳƻŘŜƭǎ Ŏŀƴ ŘŜǿŀǊǇ ƛƳŀƎŜǎ ŦǊƻƳ ŦƛǎƘŜȅŜ ŎŀƳŜǊŀǎΦ 

 
NOTE! 

Fisheye configuration is supported only by certain fisheye cameras. 

 

Configuration 

1. Click Camera > Camera > Fisheye. 
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2. Click  under Edit. The Fisheye window appears. 

3. Select a correct mounting mode and complete other settings 

accordingly. 

4. Click OK. 

Dewarping 

 
NOTE! 

Dewarping is available in live view and playback (in normal and corridor 
playback modes). The operations are similar. The following describes 
dewarping in live view. 

 

/ƭƛŎƪ CƛǎƘŜȅŜ aƻŘŜ ƻƴ ǘƘŜ ǿƛƴŘƻǿ ǘƻƻƭōŀǊΦ ¢ƘŜ ŦƛƎǳǊŜ ōŜƭƻǿ ŀǇǇŜŀǊǎΦ {Ŝǘ 

ƳƻǳƴǘƛƴƎ ƳƻŘŜ ŀƴŘ ŘƛǎǇƭŀȅ ƳƻŘŜΦ 

 

¢ƘǊŜŜ ƳƻǳƴǘƛƴƎ ƳƻŘŜǎ ŀǊŜ ŀǾŀƛƭŀōƭŜΥ ŎŜƛƭƛƴƎΣ ǿŀƭƭΣ ŘŜǎƪǘƻǇΦ /ŜƛƭƛƴƎ ŀƴŘ 

ŘŜǎƪǘƻǇ ƳƻǳƴǘƛƴƎ ƳƻŘŜǎ ǳǎŜ ǘƘŜ ǎŀƳŜ ŘŜǿŀǊǇƛƴƎ ƳŜǘƘƻŘΦ 

Mounting Mode Display Mode Description 

Ceiling mount 
 

Original Image 
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Mounting Mode Display Mode Description 

 

 

Desktop mount 

 

 
360°Panoramic+1PTZ 

 
180°Panoramic 

 
Fisheye+3PTZ 

 Fisheye+4PTZ 

 
360°Panoramic+6PTZ 

 
Fisheye+8PTZ 

Wall mount 

 

 
Original Image 

 
Panoramic 

 Panoramic+3PTZ 

 
Panoramic+4PTZ 

 
Panoramic+8PTZ 

hǇŜǊŀǘƛƻƴǎΥ ¢ŀƪŜ /ŜƛƭƛƴƎ aƻǳƴǘ ŀƴŘ CƛǎƘŜȅŜҌоt¢½ ŀǎ ŀƴ ŜȄŀƳǇƭŜΥ 
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hƴ ŀ t¢½ ƛƳŀƎŜΣ ŘǊŀƎ ǘƘŜ ƳƻǳǎŜ ǘƻ ǊƻǘŀǘŜ ǘƘŜ ƛƳŀƎŜ ƻǊ ǳǎŜ ǘƘŜ ǎŎǊƻƭƭ 

ǿƘŜŜƭ ǘƻ ȊƻƻƳ ƛƴ ƻǊ ƻǳǘΦ ! ōƻȄ ŀǇǇŜŀǊǎ ƻƴ ǘƘŜ ŦƛǎƘŜȅŜ ƛƳŀƎŜ ŀǎ ǘƘŜ ƛƳŀƎŜ 

ǊƻǘŀǘŜǎΣ ŀƴŘ ŀǎ ȅƻǳ ŘǊŀƎ ǘƘŜ ōƻȄ ƻǊ ƳƻǾŜ ǘƘŜ ǎŎǊƻƭƭ ǿƘŜŜƭ ƻƴ ǘƘŜ ŦƛǎƘŜȅŜ 

ƛƳŀƎŜΣ ǘƘŜ ŎƻǊǊŜǎǇƻƴŘƛƴƎ t¢½ ƛƳŀƎŜ ǊƻǘŀǘŜǎ ƻǊ ȊƻƻƳǎ ƛƴ ƻǊ ƻǳǘ ŀǎ ǿŜƭƭΦ 

Advanced Functions 

¦ǇƎǊŀŘŜ ŎƻƴƴŜŎǘŜŘ Lt ŎŀƳŜǊŀǎ ƻǊ ǊŜǎǘƻǊŜ ŦŀŎǘƻǊȅ ŘŜŦŀǳƭǘ ǎŜǘǘƛƴƎǎ ŦƻǊ 

ŎŀƳŜǊŀǎ ǳƴŘŜǊ /ŀƳŜǊŀ Ҕ /ŀƳŜǊŀ Ҕ !ŘǾŀƴŎŜŘΦ 

/ƭƛŎƪ /ƘŜŎƪ ǘƻ ǎŜŜ ƛŦ ǘƘŜ ǾŜǊǎƛƻƴ ƻŦ ǘƘŜ ŎƻƴƴŜŎǘŜŘ Lt ŎŀƳŜǊŀ ƛǎ ǳǇ ǘƻ ŘŀǘŜΦ 

¸ƻǳ Ƴŀȅ ǳǇƎǊŀŘŜ ŎŀƳŜǊŀǎ ōȅ ŎƭƻǳŘ όύ ƻǊ ōȅ Řƛǎƪ όύ ƻƴŜ ōȅ ƻƴŜΣ ƻǊ 

ǎŜƭŜŎǘ ƳǳƭǘƛǇƭŜ ŎŀƳŜǊŀǎ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ¦ǇƎǊŀŘŜ ōȅ /ƭƻǳŘ ƻǊ .ȅ 5ƛǎƪ ǘƻ 

ǳǇƎǊŀŘŜ ŎŀƳŜǊŀǎ ƛƴ ōŀǘŎƘŜǎΦ 

OSD Configuration 

hƴ {ŎǊŜŜƴ 5ƛǎǇƭŀȅ όh{5ύ ŀǊŜ ŎƘŀǊŀŎǘŜǊǎ ŘƛǎǇƭŀȅŜŘ ǿƛǘƘ ǾƛŘŜƻ ƛƳŀƎŜǎ ƻƴ 

ǘƘŜ ǎŎǊŜŜƴΣ ŦƻǊ ŜȄŀƳǇƭŜΣ ŎŀƳŜǊŀ ƴŀƳŜΣ ŘŀǘŜ ŀƴŘ ǘƛƳŜΦ 

1. Click Camera > OSD; or click  on the preview window toolbar. 

2. Select the desired camera and then enter a camera name you want 

to display on the screen. 

3. Select date and time formats. Choose to display time, camera name 

and people counting result as needed. 

4. Set font size and color as needed. 

5. Drag the OSD to the desired position in the preview window on the 

left. 

6. (Optional) Click Copy to apply the same settings to other cameras. 

7. Click Apply to save the settings. 
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Image Configuration 

1. Click Camera > Image. 

2. Select the desired camera and scene. 

 

3. Adjust settings on the tabs as needed to achieve optimal images. See 

the following sections for detailed information. 

 
NOTE! 

 ̧ ! ǎŎŜƴŜ can be selected only when supported by the IP camera. 

 ̧ To restore default image settings, click Default in the lower right 
corner. This function is available only when the camera is connected 
to the NVR via the private protocol. 

 ̧ Image settings apply to both live and recorded videos. 

 

Image enhancement 

1. Click the Image Enhancement tab. 

2. Adjust the settings as needed. Some important parameters are 

described in the table below. 

Parameter Description 

Brightness The greater the value, the brighter the images appear. 

Saturation The amount of color in a specified hue. 

Contrast 
The degree of difference between the lightest (white) 
and darkest (black) parts of an image. Setting a greater 
value increases contrast. 

Hue Purity of colors in an image. 
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Parameter Description 

Sharpness Contrast of boundaries of objects in an image. 

Noise Reduction Reduce noises in images to improve image quality. 

Image Rotation 

¶ Normal: Displays images without rotation. 

¶ Flip Vertical: Displays images flipped vertically. 

¶ Flip Horizontal: Displays images flipped 
horizontally.  

¶ 180°: Displays images flipped vertically and 
horizontally. 

 ̧ 90° CW and 90° CCW: Display images in corridor 
format. The camera must be installed correctly 
(rotated 90° clockwise or counterclockwise). 

 

Exposure 

1. Click the Exposure tab. 

 

2. Adjust the settings as needed. Some important parameters are 

described in the table below. 

Parameter Description 

Exposure Mode 
Select the correct exposure mode to achieve the 
desired exposure effect. 
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Parameter Description 

Shutter(s) 

Shutter is used to control the light that comes into the 
lens. A fast shutter speed is ideal for scenes in quick 
motion. A slow shutter speed is ideal for scenes that 
change slowly. 

Gain(dB) 
Control image signals so that the camera can output 
standard video signals in different light conditions. 

Iris 
Adjust iris opening of the lens to control the amount of 
incoming light. 

Slow Shutter Improves image brightness in low light conditions. 

Slowest Shutter 
Set the slowest shutter speed for the camera during 
exposure. 

Compensation 
Adjust the compensation value as required to achieve 
the desired image effects. 

Day/Night Mode 

¶ Automatic: In this mode, the camera can 
automatically switch between night mode and 
day mode according to the ambient lighting 
condition to output optimum images. 

¶ Night: The camera outputs high-quality black and 
white images according to the ambient lighting 
condition. 

¶ Day: The camera outputs high-quality color 
images according to the ambient lighting 
condition. 

Day/Night 
Sensitivity 

Light threshold for switching between day mode and 
night mode. A higher sensitivity value means that the 
camera is more sensitive to the change of light and is 
therefore more easily to switch between day mode and 
night mode. 

Day/Night 
Switching(s) 

Set the length of time before the camera switches 
between day mode and night mode after the switching 
conditions are met. 

WDR 
Enable WDR to ensure clear images in high contrast 
conditions. 

WDR Level 
After enabling WDR, you can improve image quality by 
adjusting the WDR level. 
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White balance 

1. Click the White Balance tab. 

 

2. Adjust the settings on this tab. Some important parameters are 

described in the table below. 

Parameter Description 

White Balance 

Adjust the red or blue offset of the image: 

 ̧ Auto: The camera adjusts the red or blue offset 
automatically according to the lighting condition 
(the color tends to be blue). 

 ̧ Finetune: Allow you to adjust the red or blue offset 
manually. 

Red Offset Adjust the red offset manually. 

Blue Offset Adjust the blue offset manually. 

 

Advanced settings 

1. Click the Advanced tab. 

2. Use defog to improve image quality in foggy days. 

 
















































































































































































































